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Newton Products Limited  is registered with the UK Competent 
Authority, MHRA (Medicines and Healthcare Products Regulatory 
Agency) as a manufacturer of class 1 medical devices. 
 
 
We have produced this user guide to help you obtain the most benefit 
from the VIXEN wheelchair that has been prescribed for you. Your 
wheelchair has been manufactured to meet the requirements of 
various 'British', 'European' and 'International' standards, to help 
ensure your safety and comfort when using your wheelchair. 
 
 
Do not attempt to use the wheelchair before a quali fied person 
has explained, to your satisfaction, how to use the  controls and 
the battery charger and also the performance limits  of this 
wheelchair. 

 
You must read and familiarize your self with this U SER GUIDE 
before using your wheelchair. 
 
The Maximum user weight for this Wheelchair is 115 Kg (252lb) 
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1. INTRODUCTION 
 
The 'VIXEN FAMILY' of powered wheelchairs was designed using a 
unique modular design.  
 
The continuing evolution of the 'VIXEN FAMILY' of wheelchairs, 
responds to the needs of the user and is achieved through close 
collaboration with; you the user, Occupational and Physiotherapists, 
Rehabilitation Engineers, Industrial Designers and Contract 
Repairers.  
 
Each 'Vixen' wheelchair consists of a seat unit, which is mounted on a 
drive unit. The seat unit can be removed quickly for transport and to 
give access to the battery compartment. Armrests and footrests are 
adjustable and can be removed for transport. Each wheelchair is 
equipped with an integral controller as standard. They can also be 
fitted with Attendant or Dual Controls if specified. 
 
 
1.1 THE VIXEN FOXTROT 
 
The 'Vixen' Foxtrot is a wheelchair that can be used both in and out of 
doors. It is equipped with kerb climbing equipment to help make 
outdoor use easier and safer. The following user instructions are 
intended to help you make safe use of your wheelchair. Please read 
them carefully and follow them. You should ask for an explanation 
from your issuing authority of any points you do not understand. 
Please keep these instructions with your wheelchair and refer to them 
as necessary. The maximum user weight limit is 115kg (252 lb). 
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FIG 1 

2. SETTING UP THE WHEELCHAIR 
 

2.1 INITIAL SET UP 
 
A qualified person will set up your wheelchair for you at the time of 
issue. Normally these settings should not be altered without the 
approval of the authority that prescribed the wheelchair for you. 
 
Set up instructions are given in this User Guide to allow you or your 
carer to return the wheelchair to the prescribed settings after the 
wheelchair has been transported or stored etc. 
 
2.2 ADJUSTMENT and REMOVAL of ARMRESTS 
 
2.2.1 ADJUSTMENT of ARMRESTS 
 
To adjust the armrest height, loosen the hand wheel item B in (see 
Fig 1 below) by turning it anticlockwise and whilst holding the armrest 
with one hand turn the latch lever item A in Fig 1 below with the other 
hand until the armrest can be 
moved.  Slide the armrest up or 
down to the required position 
and release the latch lever. 
Ensure that the latch lever is 
properly engaged in one of the 
location holes (the armrest will 
not move up or down). Then re-
tighten the hand wheel. 
 
Tip: - Tightening the hand 
wheel reduces 'free play' in the 
armrest. 
 
 
Important: - The hand wheel should only be used in conjunction 

with the latch lever. The hand wheel alone must not  
be relied upon to secure the armrest.  

 
Caution: -  Care should be taken to avoid pinching fingers 

during this operation. 
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2.2.2 REMOVAL OF ARMRESTS 
 
The armrests can be removed from the seat unit to allow for 'side 
transfer' or to facilitate storage or transport. 
 
To remove the armrest with the controller attached to it. First make 
sure that the controller is switched off. Then remove the joystick lead 
connector plug from the power module, mounted at the rear of the 
chassis unit.  
 
Loosen the hand wheel and operate the latch lever as previously 
described in 2.2.1 above. Lift the armrest out of its locating bracket 
and place it to one side, ready for storage or transport etc. 
 
To remove the other armrest, repeat the above instruction.  
 
CAUTION: - Care should be taken to avoid pinching f ingers 

during this operation.  
 
2.2.3 CONTROLLER MOUNTING BRACKET 
 
Loosen the hand wheel on the underside of the controller mounting 
tube, then, slide the joystick forward to the desired position. Retighten 
the hand wheel to lock in place. 
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2.3 REMOVAL and FITTING of BACKREST 
 
2.3.1 REMOVAL of 
BACKREST 
 
To remove the backrest, 
pull the quick release 
bar, (See figure 3 
opposite) backwards 
from the wheelchair. Lift 
the backrest up from the 
seat and place to one 
side.  
 
 
 
 
 
 
2.3.2 REFITTING the BACKREST 
 
To replace the backrest insert the backrest tubes into the seat frame. 
Push the backrest down until it is locked in position. Check that the 
quick release bar is fully re-engaged, and that the backrest cannot be 
lifted back out without having to operate the quick release bar. 

FIG 3 
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2.4 REMOVAL and FITTING of SEAT UNIT 
 
2.4.1 REMOVAL OF SEAT UNIT 
 
Before you remove the seat unit you must disconnect the controller 
connector as described in 2.2.2 above. (See figure 2). 
 
To remove the seat unit, 
first remove the 2 locking 
bolts at the front seat 
mountings. Then stand 
behind the chair and 
simultaneously lift the 
'yellow' seat latches that 
are under the seat on both 
sides of the wheelchair. 
Lift the seat upwards free 
of the latches. (See figure 
4). Place the seat unit to 
one side ready for storage 
or transport etc. 
 
 
2.4.2 FITTING THE SEAT UNIT 
 
Position the seat unit over the drive unit. 
Line up the rear locking bolts with the yellow catch slots, the lower the 
rear bolts into position, so that the yellow catches lock over them. 
Then lower the front end and refit locking bolts to each side at the 
front mountings.  
 
Important: -Make sure that both seat latches have l ocked 
properly.  
 
Remember to reconnect the controller. 
 
Tip: - Removal and fitting of the seat unit can be made easier by first 

removing the arm rests and backrest. 

FIG 4 

YELLOW 
SEAT LATCHES 

FRONT SEAT 
MOUNTINGS 
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2.5 FOOTRESTS 
 
2.5.1 REMOVAL of FOOTRESTS 
 
To remove the footrest, raise the footplate to the upright position. 
Operate the latch lever item ‘A’ in figure 5, by moving it a quarter of a 
turn until the pin is released from the chrome locking plate (latch 
plate). Grasp the footrest bracket and turn it 90° outwards from the 
wheelchair then lift footrest up until it is clear of the mounting stud on 
the frame. Place the footrest to one side.  

 

         
 
 
 
2.5.2 REFITTING of FOOTRESTS 
 
To refit the footrests, locate the footrest above the mounting stud at 
90° to the wheelchair. Push the footrest down onto its mounting and 
swing it round 90° towards the front of the wheelchair, ensuring that 
the latch pin locates in the hole on the chrome latch plate. Check that 
the footrest cannot be pulled off its mounting point. Push the footplate 
down to its open position. Repeat this operation for the other footrest. 

 
2.5.3 ADJUSTMENT OF FOOTRESTS 
 
Footrests can be adjusted horizontally (forward or back) or vertically 
(up and down). 
 

FIG 5 

ITEM B HANDWHEEL

ITEM A
LATCH LEVER
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2.5.4 VERTICAL ADJUSTMENT 
 
To adjust the height of the footrest, remove the hand wheel 'item C 
figure 5 above, by turning it anti-clockwise. Push up or pull down the 
footrest tube until the desired height is achieved. Line up the holes in 
the fixed and sliding footrest tubes. Insert the hand wheel into the hole 
and retighten it by turning it clockwise.  
 
Repeat the adjustment for the other footrest. 
 
 
3. ANTI-TIP DEVICES 
 
The Foxtrot wheelchair is fitted with rear sprung castors these also act 
as an Anti-Tip device. The castors are non adjustable and must not 
be modified in any way. 
 
 
4. BRAKES  
 
The wheelchair is fitted with both motor brakes and parking brakes. 
 
4.1 MOTOR BRAKES 
 
The motor brakes operate automatically when the controller joystick is 
released i.e. when the joystick is in the central position. When the 
joystick is released there is a delay of approximately half a second 
before the brakes engage. 
 
4.1.1 CHECKING OPERATION OF THE MOTOR BRAKES 
 
As a matter of good safety practice you should check the operation of 
the motor brakes each time you prepare to use your wheelchair. 
 
With both the free-wheel device and (see 5.1) and the parking brakes 
off (see 4.2). Try to push the wheelchair pushing on each side in turn. 
If the motor brakes are active the wheelchair will not move. 
 
To check the brakes work correctly. Switch on the controller and set 
the speed control to low. Move the joystick in any direction. The 
brakes should disengage (you will hear a click and the wheelchair 
should begin to move). Release the joystick and the brakes will re-
engage (again you will hear a click), the wheelchair will stop and 
cannot be pushed 
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Always conduct this check on a level surface with sufficient room to 
avoid striking nearby objects. 
 
IMPORTANT: - In the unlikely event of the brakes no t working 

properly. Immediately report the matter to the 
issuing authority. Do Not Use  the Wheelchair until 
a competent person has examined it.  

 
4.2 PARKING BRAKES 
 
There are two parking brakes one for 
each drive wheel. The brake operating 
levers are red and at the rear of each 
drive wheel. (See Fig 6 opposite) They 
are hand operated and are intended for 
attendant use only. The parking brakes 
operate directly on the wheel hubs, 
providing positive locking of each drive 
wheel. They should only be used when 
the electric motors are disengaged. 
See Section 5 Below. 
 
To put the brakes ON pull each lever 
back and downwards. To put the brakes OFF lift the lever upwards 
and forwards. 
  

BRAKE 
LEVER 

FIG 6 
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5. FREEWHEEL DEVICE 
 
Each model of 'Vixen ' wheelchair is fitted with a free wheel device. 
This allows the attendant to push the wheelchair with the motors 
disengaged, when the levers are in the Freewheel ON position. 
 
5.1 USING THE FREEWHEEL DEVICE 
 
On the end of each motor 
there is a lever which 
operates the freewheel 
mechanism. See Fig 7 
opposite. The levers are 
reached from the back of the 
wheelchair. 
 
To engage the drive motors, 
(freewheel off) turn both the 
levers towards the centre of 
the wheelchair. Position B in 
Fig 7. 
 
 
 
 
To set the motor to freewheel, (freewheel on) move the lever towards 
the wheels. Position A in Fig 7. 
 
Don’t forget to do this for both motors. 
 
Note:  To drive the wheelchair the levers must be in the Motor 

engaged position B. 
 
IMPORTANT:  
 
The wheelchair must never be put into freewheel mod e whilst  
occupied. 
 
Never attempt to drive the wheelchair with the moto rs 
disengaged. 
 
Before you use the wheelchair always, check that bo th levers are 
in the ‘Motor Engaged’ position. 

B A 

FIG 7 
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6. BATTERIES 
 
There are two batteries on the wheelchair both are sealed and do not 
require any maintenance other than being kept charged. However 
they are an energy source and present a potential risk of fire hazard 
and personal injury  therefore: -  
 

·  Do not touch battery terminals. 
 
 

·  Never allow any metal objects to come into contact with the 
battery terminals. A competent person should only make 
connections to the battery terminals. 

 
·  DO NOT smoke near batteries that are being charged. 

 
 
6.1 REMOVING BATTERIES FROM THE WHEELCHAIR 
 
The batteries can be removed from the wheelchair as follows. 
 
Detach the controller plug. See section 2.2.2 above. 
 
Remove the seat unit and lift off the chassis cover. See section 2.4.1 
above. 
 
Disconnect the two battery connection plugs by firmly gripping the 
connector and pulling it up until it is clear from its socket, (See Fig 8 
below). 
 
The batteries can then be lifted out. 
 
CAUTION: -Do not try to disconnect the battery conn ectors by 

pulling on the wires always grip the connectors. 
 
CAUTION: -The batteries are heavy. Take care when l ifting and 

moving them and if necessary seek help.  
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FIG.8. 
 
 
6.2 REFITTING BATTERIES TO THE WHEELCHAIR 
 
To refit the batteries reverse the procedure given in 6.1 above. 
 
WARNING:  
Ensure that the connector plugs are properly orient ated and fully 
pushed home. Do not force them. Report any connecti on  
problems to your issuing authority. 
 
Tip: - The batteries are positioned with their positive terminal (+) 

towards the front of the wheelchair. 

FIG 8 

BATTERY 
CHANNEL 

LIFT OUT 
BATTERY 

BATTERY 
CONNECTION 

PLUG 



VIXEN FOXTROT Page 17 of 40 V1 09/2008 

 

6.3 BATTERY CHARGER 
 
A battery charger is supplied with your wheelchair and has two plugs 
fitted one for connecting your charger to the mains electricity supply 
the other for connecting the charger to the wheelchair controller. See 
Item A in figure 9 below. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The model of battery charger supplied by your issuing authority may 
vary. However, it is standard that most chargers will have a power on, 
charging taking place, and charging complete lights. 
 
Tip: For more details see the charger front panel and charger 

manufacturers instructions for your particular charger. There will 
be an instruction sheet supplied with your charger. 

FIG 9 
TYPICAL BATTERY CHARGER  
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6.4 CHARGING THE BATTERIES 
 
IMPORTANT: - You must follow these instructions for  a complete 

charge cycle. 
 
1. Check that the ventilation slots on the charger are not obstructed. 
2. Always place the charger on a hard surface, never stand it on a 

carpet or soft furnishings. 
2. Check that the wheelchair is turned off. 
3. Connect the charger output plug, Item A in figure 9, to the 

wheelchair controller charger socket. (See figure 10 below). 
 
 

 
 
 
 
 
CAUTION: - Make sure that charger controller plug ( item A) is 

properly orientated and fully pushed home. Do not 
force the plug in. Report any connection problems t o 
your issuing authority. 

 
4. Connect the charger to the mains electricity supply and switch on 
the mains supply at the socket and the switch on the battery charger. 
The power on light and the charging taking place lights will illuminate. 
 

FIG. 10 
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CAUTION: - Make sure that the mains plug is fully p ushed home 

when connecting the mains supply. If the plug 
becomes damaged or becomes hot when in use, do 
not use it, turn off at the mains switch and report  the 
matter to your issuing authority. 

 
NOTE: -  The charging cycle may take up to 12 hours. 
 
5. When the charging complete light illuminates the batteries are fully 

charged. 
6. Always switch off the mains electricity supply socket before 

removing the charger plug from the wheelchair. 
7. Do not attempt to move the wheelchair until the battery charger has 

been disconnected from it. 
8. The charger may be left connected to the wheelchair / batteries 

with the mains supply switched on for up to 24 hours. This will 
ensure that the batteries are held in a fully charged condition. 

9. Do not leave the charger connected to the wheelchair / batteries 
with the mains supply switched off. This will slowly discharge the 
batteries. 

10.When the wheelchair has been left unused for over one month a 
top up charge is recommended before it is used. To do that, follow 
the above procedure for charging. 

 
NOTE: -  The batteries fitted to your wheelchair are sealed and no 

maintenance is required. Do not attempt to open the vents 
this will damage the battery and is dangerous. 

 
NOTE: -  The charger supplied with the wheelchair is designed 

specifically for use with maintenance free batteries. Do not 
use any other charger to charge your wheelchair batteries. 

 
WARNINGS 
 
Do Not  Allow any charger to be used with your batteries that has not 
been supplied to you by the issuing authority. Using the wrong 
charger can permanently damage your batteries. 
 
Do Not  Use the charger out of doors. It is for indoor use only. 
 
Do Not  Use near a bath, shower, sink or any other source of moisture 
that could enter the charging system. 
 
Do Not  Smoke near the batteries when charging. 
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Do Not  Expose the charger to external heat sources such as 
radiators, fires and direct sunlight. 
 
 
Do Not  Try to move the wheelchair until the battery charger has been 
disconnected from the mains supply and from the wheelchair. 
 
Report  any malfunction of your charger to your issuing authority. 
 
6.5 BATTERY USE-BEST PRACTICE 
 
To obtain good service from your wheelchair always observe the 
following points concerning the use of your wheelchair. 
 
1. If you are an active person (one who uses their wheelchair a lot 

every day) charge your batteries to a daily routine, if you are a less 
active user charge once or twice a week.  Ideally you should do this 
when the battery gauge on your controller shows red and yellow 
bars lit. When only red bars are lit or slowly flash, the batteries 
should be charged before the wheelchair is used further. 

 
2. If you store your batteries. Store them fully charged and recharge 

them once a month. 
 
3. Battery failure. If your batteries fail or do not give proper service. 

You should contact your issuing authority. They will arrange to have 
your batteries checked and replaced if necessary. They will also 
arrange for the proper disposal of old batteries issued by them. 
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7. CONTROLLERS 
 
Your wheelchair is fitted with the state of the art electronic controller that 
has been factory set to give optimum performance. Should the settings 
need to be changed for a medical / prescription reason any necessary 
adjustment must only be carried out by a competent person. 
 
CAUTION: - Do not try to open the controller. If th e controller has a 
fault that you cannot rectify by following the user  instructions stop 
using the wheelchair and immediately report the pro blem to your 
issuing authority.  
 
Details of the controller fitted to your wheelchair are given below. 
 
7.1 YOUR CONTROLLER 
 
Your wheelchair is fitted with a Penny and Giles Drives Technology (PGDT) 
VR2 controller. 
 

 
7.1.1 PRECAUTIONS FOR USE 
 
The PGDT VR2 controller has been designed with the user's safety as the 
prime consideration. However, in spite of its sophistication, the controller 
cannot take into account circumstances that put the wheelchair or the 
controller outside their designed operating conditions, and so it is important 
that the user follows the precautions below: 
 
1) Do not drive the wheelchair: - 
 

a) Beyond restrictions indicated in this user manual, for example 
maximum inclines etc. 

 
b) In places or on surfaces where a loss of wheel grip could be 

hazardous, for example on wet slopes such as wooden ramps. 
 
c) If the controller or wheelchair is known to require repair. 
 

Remember: - If wheelchair moves in an unexpected way let go of the 
joystick. This will stop the wheelchair. 

 
2) Under some conditions of a detected system malfunction, the controller 

must (for safety reasons) stop the chair instantaneously. If your physical 
impairments are such that a sudden braking action could result in a fall 
from the chair, it is imperative that a seat belt is used with the chair. This 
will have been considered at the time of prescription.  Where fitted the 
belt should be used at all times. 
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7.1.2 PGDT VR2 USER CONTROLS 
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On/Off Pushbutton 
This is a green pushbutton switch fitted at the front of the controller 
that turns the controller on and off. Do not use this switch to stop the 
wheelchair except in an emergency.  
 
Battery Gauge 
This is a 10 segment illuminated display which indicates if the 
controller is turned on and also gives the status of the battery, the 
controller and the wheelchair as follows: -  
 

Red, yellow and green bars lit : - Battery charged, controller and 
electrical system OK. 
 
Red and yellow bars lit : - Charge battery if possible, controller 
and electrical system OK. 
 
Red bars only lit or slow flash : - Charge battery as soon as 
possible, controller and electrical system OK. 
 
Rapid flash of bars : - This indicates a fault in the controller or 
electrical system. Refer to the faultfinding documentation. 
 
Ripple up and down of bars : - Joystick displaced at turn on. 
Where this happens release the joystick, turn off controller. Then 
turn controller back on without touching the joystick. 

 
Joystick 
Controls the speed and direction of the wheelchair. Push the joystick 
in the direction you wish to go. The further you push it, the faster the 
speed. Releasing the joystick stops the wheelchair automatically.  
 
Maximum Speed/Profile Indicator 
This is a gauge that shows the maximum speed setting of the 
wheelchair. There are five lights, which indicate the maximum speed 
setting. One light illuminated indicates the controller is set to the 
lowest speed and five lights illuminated is the highest speed. 
 
Horn Button 
When you press the horn button a buzzer will sound as a warning to 
other people near you. 
 
Actuator Buttons 
These buttons are for operating extra seat features like tilt or recline, if 
they are fitted to your wheelchair. 
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Caution: -  Avoid knocking your controller, especia lly the 
joystick. 
 
When transporting your wheelchair ensure the contro ller is well 
protected. 
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8. USING THE WHEELCHAIR 
 
Your wheelchair is an Electrically Powered Indoor/Outdoor 
Wheelchair (EPIOC). 
 
8.1 INTENDED USE 
 
Your wheelchair is designed for indoor/outdoor use. 
 

Before use out of doors, a little time spent planning your trip can be of 
benefit, by helping you avoid routes that are difficult and involve a lot 
of kerb climbing, or obstacles that you may find difficult to negotiate. 

Your wheelchair is not suitable for general ‘off road’ use out of doors. 
You must avoid trying to use your wheelchair on soft ground such as 
wet earth and grass, deep gravel paths and sand etc. 

 
CAUTION: - You should not attempt to use your wheel chair for 
Other than its intended purpose or outside the inst ructions given 
in this user guide. 
 
8.2 GETTING INTO THE WHEELCHAIR 
 
Make sure that the brakes are on and that the controller is turned off. 
 
Raise the footrests into the upright (vertical) position. Stand in front of 
the wheelchair, between the footrests and facing forward, away from 
the wheelchair. Hold the armrests as support whilst lowering your self 
to the sitting position in the chair. Then lower the footrests to the 
horizontal position and place your feet on the footrests. Obtain 
assistance from an attendant if necessary. 
 
Side transfer into the wheelchair is possible, using an appropriate side 
transfer board. Before transferring the footrest and armrest from the 
side into which you want to transfer should be removed and refitted 
after your transfer is complete. 
 
 
CAUTION: - only attempt side transfers using the ap propriate 

equipment and only after you have been given 
instruction. 
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CAUTION: - Avoid transferring into or out of your w heelchair on 
wet or slippery surfaces.  

 
CAUTION: - Do not attempt to stand up on the footre sts or use 

them as a step to get into or out of the wheelchair . 
 
WARNING, TRIP HAZARD.   

If your wheelchair is fitted with a kerb climber, t ake care when 
entering or leaving the chair, it may be better to remove it when 
not in use. 

 
8.3 GETTING OUT OF THE WHEELCHAIR 
 
Make sure that the brakes are on and that the power to the 
wheelchair is turned off. You can then transfer out of the wheelchair 
using the reverse of either of the methods described in 8.2 above. 
 
8.4 DRIVING THE WHEELCHAIR 
 
You will also need to consider the distance you want to travel and the 
range your wheelchair can travel. Remember it is better to start a trip 
with fully charged batteries. The range will be affected by the load it is 
carrying, and the terrain it has to travel over. 

When planning your trip, remember that it takes more battery power 
to go uphill than it does to go down. Each hill you go down on the 
outward journey has to be climbed on the return journey. 

Your wheelchair is not intended for general use on the highway. You 
should always use the pavement wherever possible. When crossing 
the highway always use a designated pedestrian crossing if one is 
available.  

Most urban areas now have wheelchair friendly crossing points 
(dropped kerbs) that allow you to move from or to the pavement 
without the need to use your kerb climber. Obstacles you encounter 
that present difficulties to you, e.g. a blocked pavement, broken 
paving or lack of wheelchair friendly crossing points can be reported 
to your local authority. 

When using your wheelchair out of doors in poor visibility you should 
wear clothing that allows you to be visible especially where you have 
to cross over the highway. It is recommended that you wear a 
reflective bib such as those worn by cyclists. 
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When travelling on the pavement, always remember that many 
pedestrians may not hear you approaching and can not move as fast 
as you can in your wheelchair. Always give consideration to 
pedestrians and adjust your speed as appropriate. 

Your needs as a user will be discussed with you when your 
wheelchair is being prescribed. If you consider that your wheelchair is 
unsuitable for your needs you should contact your issuing authority. 

 
A little thought planning your journey, before using your wheelchair, 
can help make its use a more satisfying and safe experience. 
Avoiding unnecessary obstacles and risks.  
 
To drive your wheelchair, turn on the power by pressing the power on 
button. Set the speed controller. You should set this to a slow speed 
until you are fully familiar with your wheelchairs performance 
characteristics. 
 
Move the joystick in the direction in which you need to travel. Adjust 
your direction of travel by moving the joystick in the direction you want 
to travel in. 

 
As you become more confident, you can adjust the speed setting to 
suit your needs. 
 
To stop in an emergency just release your joy stick  and 
the automatic brake will activate. 
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8.5 NEGOTIATING OBSTACLES 
 
Your wheelchair is designed for outdoor use and is equipped with a 
kerb-climbing device, which is attached to the front of the wheelchair. 
The kerb-climbing device operates automatically where needed. It will 
operate to help you climb a kerb that is more than 40mm (1.5²) high. 
 
8.5.1  CLIMBING SMALL KERBS - UNDER 40mm HIGH 
 
Climbing kerbs under 40mm high does not activate the kerb-climbing 
device as small kerbs can be climbed without it. 

 
NOTE. You must still exercise caution when climbing  small kerbs 
(transitions).  
 
8.5.1.2 TO CLIMB A SMALL KERB 
 
Set the speed control to slow. Approach the kerb straight on in a 
forward direction at an angle of 90°. Drive straigh t forward up the kerb 
until the rear wheels have also climbed the kerb. Adjust your speed 
control for your desired speed. Then if the way is clear, drive away 
forward in your chosen direction. 
 
8.5.2 TO DESCEND A SMALL KERB 
 
Approach the kerb backwards and square on at an angle of 90°. 
Check that the route behind you is clear. Set your speed control to 
slow.   Drive backwards until all wheels have descended the kerb. 
Stop, and then adjust speed control for your desired speed. Then if 
the way is clear, drive away forward in your chosen direction. 
 
8.5.2.1 CLIMBING KERBS - OVER 40mm HIGH  
 
The kerb-climbing device will operate automatically when required. 
You must follow the instructions given. If you do not feel confident 
enough to carry out this maneouvre, you should seek further advice or 
training from your issuing authority. 
 
CAUTION. Kerb climbing and descending requires practice in order to 
become proficient. Practicing under the supervision of a carer may 
help improve your ability and confidence. However, you should guard 
against over confidence and taking unnecessary risks. 
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CAUTION. The maximum kerb height your wheelchair is intende d 
to climb is 50mm (2 ²²²²).  Do not climb kerbs higher than 50mm (2 ²²²²). 
 
CAUTION. Kerb climbing and descending requires practice in 
order to become proficient. Practicing under the su pervision of a 
carer may help improve your ability and confidence.  However, 
you should guard against over confidence and taking  
unnecessary risks. 

 
CAUTION. Never drive at full speed from a distance off to c limb 
or descend a kerb.  

 
CAUTION. Do not attempt to ascend or descend a kerb when 
travelling across a slope. 

 
NOTE. With a little planning and thought many obstacles su ch as 
kerbs can be avoided. 
 
 
8.5.2.2 CLIMBING A KERB 
 
Look ahead to ensure that you have at least 2 metres (just over 2 
yards) of clear pavement width in front of you after the kerb. 

 
Look around and ensure that you are not at risk from traffic etc. 

 
Approach the kerb square on, perpendicular to the kerb (each castor 
wheel being an equal distance from the kerb). 

 
Stop the wheelchair when the footplates are almost at the kerb.  

 
Adjust your speed control to full speed. 

 
Push the joystick forward fully forward to climb the kerb. Avoid 
sideways movement of the joystick when doing this. 

 
Release the joystick as soon as the rear wheels of your wheelchair 
have mounted the kerb. 

 
Adjust the speed setting to your requirement and so long as the way 
is clear drive off in you’re chosen direction. 
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8.5.2.3 DESCENDING A KERB 
Kerbs must be descended travelling in the backward direction. 
Descending kerbs in a forward direction can cause you castor wheels 
to lock and your wheelchair to tip forward, putting you at risk. You can 
also cause permanent damage to your castor wheels. 

 
Approach the kerb with the rear wheels square on to the kerb. 

 
Set your speed control to its lowest setting. 

 
Check behind you to ensure that the way is clear and that it is safe to 
proceed. 

 
Pull the joystick backwards just enough to slowly drive the rear 
wheels down over the kerb. Maintain the joystick in this position until 
the castor wheels have descended and are clear of the kerb. 

 
Adjust the speed setting to your requirement and so long as the way 
is clear drive off in you’re chosen direction. 
 
 
8.6 USING THE WHEELCHAIR ON SLOPES 

 
CAUTION.  You should not use your wheelchair on slopes 
greater that 10% (6 °°°°). If you believe that you cannot avoid such 
steep slopes you should bring this to the attention  of your 
issuing authority. 
 
8.6.1 TO GO UP A SLOPE 
 
Stop a metre before the slope at 90° (square on to)  the slope. Set 
your speed control to approximately half speed. Drive forward slowly 
up the slope. Leaning slightly forward will add to your stability. Avoid 
sudden stops and starts on the slope.  
 
8.6.2 TO GO DOWN A SLOPE 
 
Stop a metre before the slope at 90º (square on to) the slope. Set 
your speed control to slow speed. Drive forward slowly down the 
slope. Leaning back in the wheelchair will add to your stability. Avoid 
sudden stops and starts on the slope. 
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NOTE. Slopes of under 10% (6 °°°°) pose less risk of instability and 
tipping. However, care should always be exercised. It is always 
best to avoid starting or stopping suddenly on a sl ope. Crossing 
roads, pavements or other terrain on slopes is best  avoided. Do 
not attempt to cross slopes of more than 6 °°°°. 
 
8.6.3 GOING ACROSS A SLOPE 
 
To travel across (traverse) a slope set your speed to a slow speed. 
Driving slowly across the slope will give you more control and help 
avoid your wheelchair sliding down the slope. Having crossed the 
slope, set your speed control for the desired speed, and if the way is 
clear drive off in your chosen direction.  
 
CAUTION.  Always seek the assistance of an attendant or car er 
unless you are confident of carrying out any manoeu vre on your 
own. 
 
If you regularly encounter access problems with you r 
wheelchair, you should contact your issuing authori ty.   
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9. TRANSPORTING THE WHEELCHAIR 
 
The 'Vixens' modular design allows easy dismantling of the 
wheelchair, without the need to use tools. Depending on the size and 
shape of your vehicle luggage compartment, your wheelchair can be 
dismantled for transport in the luggage compartment. The wheelchair 
will fit into the luggage compartments of most small cars. ismantle the 
wheelchair for loading by: 
 
Disconnecting the controller. See 2.2.2 
Remove the armrests. See 2.2.2 
Remove the backrest. See 2.3.1 
Remove seat unit. See 2.4.1 
Remove footrests. See 2.5.1 
Remove battery compartment cover.  
Remove batteries. See 7.1 
Load the chassis into the vehicle. 
Replace the batteries (but do not reconnect) 
Replace the battery cover. 
Load the other component parts. 
 
At your destination unload the components and assemble the 
wheelchair following previous instructions. 
 
The free wheel devices can be used to move and position the 
wheelchair, during loading and unloading. See section 5.1 
 
Check that all connections are properly made and that power is 
available. Check the electromagnetic brake works properly before 
using the wheelchair. 
 
9.1 USING LOADING RAMPS 
 
Where the user has an estate car, the loading of the wheelchair can 
be made easier by using trough ramps. If you wish to consider the 
use of loading ramps, you should seek advice regarding options, 
availability and cost. They are normally not provided by your issuing 
authority. 
 
9.2 USING THE WHEELCHAIR IN A VEHICLE 
Many thousands of journeys in wheelchairs transported in vehicles 
are made each day safely and without mishap. Reading and following 
these instructions will help ensure your safety. 
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Wherever possible it is recommended that wheelchair occupant 
transfer to a vehicle seat during a journey and that they use the seat 
belt that is provided. The wheelchair can then be securely stored in a 
designated storage area and secured for the journey. 
 
Public transport buses and trains, increasingly offer designated areas 
that can be used by persons travelling in their wheelchairs. Where 
these facilities exist, they should be used in accordance with and 
observing all instructions given. 
 
Ambulances and community transport buses provide specialized 
transport for wheelchair occupants. These vehicles should be fitted 
with approved anchorage and tie down systems. 
 
Fittings such as trays should be removed for transport and stored 
separately. Fittings that cannot be removed should be subject to risk 
assessment by your issuing authority. The inertia belt provided in the 
vehicle must be used as your personal restraint. 
 
Chest and Lap and other posture belts that may have been supplied 
with the wheelchair are not designed for use as vehicle safety belts 
and you must not depend on them alone to retain you in your 
wheelchair during transportation. 
 
Please ensure that your wheelchair is secured in the vehicle as 
described below, before allowing yourself to be transported. 
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10. VIXEN FOXTROT WHEELCHAIR-RESTRAINT INSTRUCTIONS  
 
10.1 WHAT YOU SHOULD KNOW BEFORE ENTERING A 

VEHICLE 
 
(A) Confirm that the vehicle in which you are about to travel has been 

designed and equipped to transport a passenger seated in a 
wheelchair in safety. 

 
(B) It is imperative that the wheelchair is correctly restrained and you 

are also correctly restrained and that any accessories or other 
loose items are stowed separately and safely elsewhere in the 
vehicle. 

 
10.2 WHAT YOU SHOULD KNOW FOR A SAFE RESTRAINT 

PROCEDURE 
 
(A) Always use an approved Newton wheelchair with a 'CRASH 

TESTED' label on the front or rear of the battery compartment. 
Further Identification is confirmed where anchor point labels is 
fixed to the front of the chassis and rear seat latches are painted 
yellow.  

 
(B) The wheelchair must be forward facing in the vehicle. 
 
(C) Wheelchair & Passenger Restraint. 
 
Newton Products Ltd, recommend: - 
 
Q’STRAINT Part Number Q-5001-T.  
 
Q’Straint “L” track system. 2 front belts with trac k fitting, 2 rear 
belts with track fitting, lap belt and shoulder bel t. 
 
Any other system must be fully risk assessed by the issuing authority 
and transport provider before it is used. The wheelchair is clearly 
marked at the points where the restraint is fixed with a yellow seat 
latch plate at the rear and yellow marker labels at the front of the 
wheelchair chassis. Under no circumstances must you use any other 
fixing point on the chair. 
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10.3 OTHER IMPORTANT CONSIDERATIONS 
 
Do not allow yourself, under any circumstances, to be restrained 
directly to the wheelchair. Should it be necessary to use other 
harnesses for clinical needs then a Senior Rehabilitation Engineer 
should establish whether these restraints have been approved for use 
in combination with vehicle occupant restraint systems and are safe to 
use and have sufficient 'give' to allow the Passenger Restraint system 
to function correctly. 
 
FINALLY YOU MUST UNDERSTAND THAT NO TIE DOWN 
SYSTEM WILL PROVIDE THE SAME LEVEL OF SAFETY AS THE  
SEATING DESIGNED FOR THE VEHICLE IN, WHICH YOU ARE 
TRAVELLING. IT IS ADVISABLE THEREFORE TO TRANSFER T O 
STANDARD VEHICLE SEATING SYSTEMS WHENEVER 
POSSIBLE. 
 
10.4 SECURING YOUR WHEELCHAIR IN A VEHICLE 
 
Please read the restraint manufacturers Instructions before you begin. 
 
(A) Position the wheelchair over the vehicle seat rails and put the 

parking brakes on and turn the controller off. 
 
(B) Attach front restraints over the front cross bar rail. Take the 

Repeat for the other side.  
 
(E) Attach the rear restraint hooks Restraint/Seat Mount (indicated by 

the yellow seat latch). Make sure that the hook sits in the slot 
provided.  

 
(G) Follow the restraint manufacturers Instructions to finish securing 

the wheelchair. 
 
(H) Apply the passenger restraint (inertia belt) 
 
(I) Reverse above procedure to release the wheelchair. 
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11. OTHER SAFETY ADVICE 
 
Please observe the following additional safety precautions when using 
your wheelchair. 
 
11.1 FIRE PRECAUTIONS 
 
Disabled persons are at greater risk than others in the event of a fire. 
When using the wheelchair, always be aware of the proximity of fire 
exits. 
 
Do not park your wheelchair too close to an open fire or intense heat 
source, even if unoccupied. 
 
Your wheelchair upholstery meets the required standards for fire 
retardancy. However, smoker’s materials can still pose a danger, 
particularly to clothing and covers etc and great caution should be 
exercised. If possible you should refrain from smoking whilst using 
your wheelchair. 
 
If transporting your wheelchair in the luggage compartment of your 
car. Remember that during hot weather component parts could 
become hot to handle. Covering the wheelchair parts during 
transportation will help avoid this. 
 
11.2 MOBILE TELEPHONES 
 
Wheelchair users and attendants need to be aware of the safety 
issues surrounding the use of mobile communications such as mobile 
phones and sensor technology. 
 
The performance of your wheelchair can be influenced by 
electromagnetic fields such as those emitted by mobile phones. 
Before using a mobile phone you should stop your wheelchair and 
turn off its power. 
 
11.3 OTHER SAFETY WARNINGS 
 
Do not  allow anyone else to use your wheelchair. 
 
Do not  carry children with you in your wheelchair 
 
Do not  allow children to play with the wheelchair. 
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Do not  allow any unauthorized person to attempt to modify, or carry 
out unauthorized repairs on your wheelchair. 

 
 
 
Do ensure that you are familiar with your user instructions and that 

they are kept safe and referred to as necessary. 
 
Do carry out all user safety checks as are given in the user 
instructions. 
 
Do maintain your wheelchair as recommended. 
 
Do report promptly to your issuing authority any failure, breakage or 

malfunction. 
 
12. ACTION TO BE TAKEN BY USER IN EVENT OF A 

WHEELCHAIR FAILURE OR AN ACCIDENT  
 
In the event of an accident with your wheelchair in particular where it 
was being carried in a vehicle. The accident should be reported to 
your issuing authority in order that they can examine the wheelchair. 
This is so they can make sure that there is no hidden damage, which 
may affect its safe use. Also that any failure can be investigated and 
necessary repairs carried out. 
 
13. CARING FOR YOUR WHEELCHAIR 
 
User maintenance requirements are limited to, cleaning, battery 
charging, tyre pressure (where pneumatic tyres are fitted) and visual 
checks of controller connections and general condition of the 
wheelchair. 
 
13.1 DAILY CARE 
 
Electrical brakes . 
Check operation before using wheelchair. See 4.1.1 above 
 
Controller Connections . 
Check that connector is not damaged and that it is fully connected to 
the controller (pushed all the way in and is not loose)  
 
Controller Mounting . 
Make sure that the controller is securely fixed to your wheelchair.  



VIXEN FOXTROT Page 39 of 40 V1 09/2008 

 

 
Joystick . 
With controller switched off, check that joystick is not bent and that it 
returns to its centre position when released. 
 
Batteries . 
Check state of battery charge using Battery Gauge' on the wheelchair 
controller. Charge if necessary. See 6.3 above. 
 
 
 
 
13.2 WEEKLY CARE 
 
Cleaning . Clean the upholstery using a damp cloth. Dampen the cloth 
with some water to which some soap such as washing up liquid has 
been added. 
 
Do not apply water directly to your wheelchair and never allow your 
wheelchair to be washed down using a hosepipe or other copious 
source of water. 
 
Chrome and painted surfaces can be cleaned using a dry soft cloth. 
For clinging dirt first use a damp cloth as described above. 
 
If your controller has become contaminated with food or other dirt, it 
should be cleaned using a damp cloth. Turn off the controller before 
you clean it.  
 
13.3 MONTHLY CARE 
 
Tyres , Check general condition of tyres for gouges or bald patches of 
tread. Where pneumatic tyres are fitted, check the tyre pressures at 
least once a month. They should be inflated 2.5bar (36 psi). 
 
13.4 GENERAL CONDITION OF WHEELCHAIR   
 
Look at your wheelchair for any sign of structural damage. In the 
unlikely event of such damage being discovered, it should be 
immediately reported to your issuing authority. 
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NOTES 
 

 

 


